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OKCE 200 S ▲ ▲ ▲ ▲ ▲ ▲ – – –
OKCE 250 S ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKCE 300 S ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKCE 500 S ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 200 NTR/BP ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 300 NTR/BP ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 500 NTR/BP ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 200 NTRR/BP ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 300 NTRR/BP ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 500 NTRR/BP ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 200 NTR/HP ▲ ▲ ▲ ▲ – – – – –
OKC 250 NTR/HP ▲ ▲ ▲ ▲ – – – – –
OKC 300 NTR/HP ▲ ▲ ▲ ▲ ▲ ▲ – – –
OKC 500 NTR/HP ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 200 NTRR/SOL ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 250 NTRR/SOL ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 300 NTRR/SOL ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 400 NTRR/HP/SOL ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
OKC 500 NTRR/HP/SOL ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –

MOUNTING OPTIONS FOR SCREW-TYPE ELECTRICAL HEATING UNITS OF THE TJ SERIES
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*
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NAD 50 v1 ▲ ▲ ▲ ▲ – – – – –
NAD 100 v1 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NAD 250 v1 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NAD 500 v1 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NAD 750 v1 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NAD 1000 v1 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NAD 500 v2 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NAD 750 v2 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NAD 1000 v2 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NAD 300 v3 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NAD 500 v3 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NAD 750 v3 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NAD 1000 v3 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NAD 500 v4 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NAD 750 v4 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NAD 1000 v4 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NADO 500/140 v1 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NADO 750/140 v1 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NADO 1000/140 v1 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NADO 500/140 v2 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NADO 750/140 v2 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NADO 1000/140 v2 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NADO 300/20 v6 ▲ ▲ ▲ – ▲ ▲ – – –
NADO 500/25 v6 ▲ ▲ ▲ – ▲ ▲ ▲ – –
NADO 750/35 v6 ▲ ▲ ▲ – ▲ ▲ ▲ – –
NADO 1000/45 v6 ▲ ▲ ▲ – ▲ ▲ ▲ – –
NADO 300/20 v11 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NADO 400/20 v11 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
NADO 750/25 v11 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NADO 1000/25 v11 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NADS 800 v3 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NADOS 800/140 v1 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

NADOS 800/140 v2 ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲ ▲

UKV 300 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –
UKV 500 ▲ ▲ ▲ ▲ ▲ ▲ ▲ – –

* with extended cold side, ▲ can be fitted, – cannot be fitted

▲

eveli
Typewriter
Keermega 11/2" sukelküttekehade TJ ja Dražice boilerite sobivustabel

eveli
Typewriter
Keermega 11/2" sukelküttekehade TJ ja Dražice akupaakide sobivustabel

eveli
Typewriter
Eveli Semelson, 5827 4244, eveli@cerbos.ee

eveli
Typewriter
Cerbos OÜ



66

5-2023

Type

TP
K 

15
0-

8/
2,

2 
kW

TP
K 

15
0-

8/
3,

3 
kW

TP
K 

16
8-

8/
2,

2 
kW

TP
K 

16
8-

8/
3,

3 
kW

TP
K 

21
0-

12
/2

,2
 k

W

TP
K 

21
0-

12
/3

,3
 k

W

TP
K 

21
0-

12
/6

,6
 k

W

TP
K 

21
0-

12
/9

 k
W

TP
K 

21
0-

12
/1

2 
kW

OKCE 160 S – – – – ▲ ▲ ▲ – –
OKCE 200 S – – – – ▲ ▲ ▲ – –
OKCE 250 S – – – – ▲ ▲ ▲ – –
OKCE 300 S – – – – ▲ ▲ ▲ ▲ ▲

OKCE 500 S – – – – ▲ ▲ ▲ ▲ ▲

OKC 160 NTR/BP – – ▲ ◆ – – – – –
OKC 200 NTR/BP – – ▲ ◆ – – – – –
OKC 300 NTR/BP – – – – ▲ ▲ ▲ – –
OKC 500 NTR/BP – – – – ▲ ▲ ▲ – –
OKC 200 NTRR/BP – – ▲ ◆ – – – – –
OKC 300 NTRR/BP – – – – ▲ ▲ ▲ – –
OKC 500 NTRR/BP – – – – ▲ ▲ ▲ – –
OKC 200 NTR/HP – – ◆ – – – – –
OKC 250 NTR/HP – – ◆ – – – – –
OKC 300 NTR/HP ▲ ◆ – – – – – – –
OKC 500 NTR/HP ▲ ◆ – – – – – – –
OKC 400 NTRR/HP/SOL ▲ ▲ – – – – – – –
OKC 500 NTRR/HP/SOL ▲ ▲ – – – – – – –

▲ can be fitted, ◆  into the tanks manufactured after 03/2023 can be installed only TPK manufactured after 03/2023, – cannot be fitted

MOUNTING OPTIONS FOR FLANGED ELECTRICAL HEATING UNITS OF THE TPK SERIES
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NAD 500 v1 – – – – ▲ ▲ ▲ ▲ ▲

NAD 750 v1 – – – – ▲ ▲ ▲ ▲ ▲

NAD 1000 v1 – – – – ▲ ▲ ▲ ▲ ▲

NAD 500 v3 – – – – ▲ ▲ ▲ ▲ ▲

NAD 750 v3 – – – – ▲ ▲ ▲ ▲ ▲

NAD 1000 v3 – – – – ▲ ▲ ▲ ▲ ▲

NAD 500 v4 – – – – ▲ ▲ ▲ – –
NAD 750 v4 – – – – ▲ ▲ ▲ ▲ ▲

NAD 1000 v4 – – – – ▲ ▲ ▲ ▲ ▲

NADO 500/140 v1 – – – – ▲ ▲ ▲ ▲ ▲

NADO 750/140 v1 – – – – ▲ ▲ ▲ ▲ ▲

NADO 1000/140 v1 – – – – ▲ ▲ ▲ ▲ ▲

NADO 500/200 v1 – – – – ▲ ▲ ▲ ▲ ▲

NADO 750/200 v1 – – – – ▲ ▲ ▲ ▲ ▲

NADO 1000/200 v1 – – – – ▲ ▲ ▲ ▲ ▲

NADO 500/140 v2 – – – – ▲ ▲ ▲ – –
NADO 750/140 v2 – – – – ▲ ▲ ▲ ▲ ▲

NADO 1000/140 v2 – – – – ▲ ▲ ▲ ▲ ▲

NADO 300/20 v11 – – – – ▲ ▲ ▲ – –
NADO 400/20 v11 – – – – ▲ ▲ ▲ – –
NADO 750/25 v11 – – – – ▲ ▲ ▲ ▲ ▲

NADO 1000/25 v11 – – – –

▲ can be fitted, – cannot be fitted

◆

eveli
Typewriter
Keraamiliste "kuivade" küttekehade TPK ja Dražice boilerite sobivustabel

eveli
Typewriter
Keraamiliste "kuivade" küttekehade TPK ja Dražice akupakide sobivustabel

eveli
Typewriter
Eveli Semelson, 5827 4244, eveli@cerbos.ee

eveli
Typewriter
Cerbos OÜ
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OKCE 300 S ● ● ● ● ● ● ● –
OKCE 500 S ● ● ● ● ● ● ● ●

OKC 300 NTR/BP ● ● ● ● ● ● – –
OKC 500 NTR/BP ● ● ●

▲

● ● – –
OKC 300 NTRR/BP ● ● ● ● ● ● – –
OKC 500 NTRR/BP ● ● ● ● ● ● – –
OKC 300 NTR/HP ▲ ▲ ▲

●

▲ ▲ – –
OKC 500 NTR/HP ▲ ▲ ▲ ▲ ▲ ▲ – –

▲ can be fitted, ● can only be fitted with the 210/150 reduction flange, – cannot be fitted

MOUNTING OPTIONS FOR FLANGED ELECTRICAL HEATING UNITS OF THE TPJ, R SERIES
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NAD 500 v1 ● ● ● ● ● ● ● –
NAD 750 v1 ● ● ● ● ● ● ● ●

NAD 1000 v1 ● ● ● ● ● ● ● ●

NAD 500 v3 ● ● ● ● ● ● ● –
NAD 750 v3 ● ● ● ● ● ● ● ●

NAD 1000 v3 ● ● ● ● ● ● ● ●

NAD 500 v4 ● ● ● ● ● ● – –
NAD 750 v4 ● ● ● ● ● ● ● –
NAD 1000 v4 ● ● ● ● ● ● ● ●

NADO 500/140 v1 ● ● ● ● ● ● ● –
NADO 750/140 v1 ● ● ● ● ● ● ● ●

NADO 1000/140 v1 ● ● ● ● ● ● ● ●

NADO 500/200 v1 ● ● ● ● ● ● ● –
NADO 750/200 v1 ● ● ● ● ● ● ● ●

NADO 1000/200 v1 ● ● ● ● ● ● ● ●

NADO 500/140 v2 ● ● ● ● ● ● – –
NADO 750/140 v2 ● ● ● ● ● ● ● –
NADO 1000/140 v2 ● ● ● ● ● ● ● ●

NADO 300/20 v11 ● ● ● ● ● ● – –
NADO 400/20 v11 ● ● ● ● ● ● – –
NADO 750/25 v11 ● ● ● ● ● ● ● –
NADO 1000/25 v11 ● ● ● ● ● ● ● ●

● can only be fitted with the 210/150 reduction flange 210/150, – cannot be fitted

eveli
Typewriter
Sukelküttekehade TPJ, R ja Dražice boilerite sobivustabel

eveli
Typewriter
Sukelküttekehade TPJ, R ja Dražice akupaakide sobivustabel

eveli
Typewriter
Eveli Semelson, 5827 4244, eveli@cerbos.ee

eveli
Typewriter
CERBOS OÜ




